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295 SERIES ISO 16028 FLAT FACE COUPLING – FEMALE

ISO 16028 Steel

Standard: ISO 16028

Material: Steel

Surface Treatment: Zinc-Nickel (ZnNi) – MATE 1000

Valve Type: Flat

Seals: NBR (custom options available)

Working Temperature: -25 °C to +125 °C

Connection: Push to connect

Disconnection: Sleeve retraction

Connection Under Pressure: Allowed up to W.P

Interchange: Faster 3FFH series Voswinkel FH series
Stucchi A - HD series Parker FEM series

QFF295-0606-MC 3/8” 32 69 30 3/8 BSPF -6 350

QFF295-0608-MC 3/8” 32 70 30 1/2 BSPF -6 350

QFF295-0808-MC 1/2” 38 77.5 36 1/2 BSPF -8 330

QFF295-0812-MC 1/2” 38 84 36 3/4 BSPF -8 330

QFF295-1212-MC 3/4” 48 95.8 46 3/4 BSPF -12 300

QFF295-1216-MC 3/4” 48 98.8 46 1 BSPF -12 300

QFF295-1616-MC 1” 55 104.5 55 1 BSPF -16 300

QUICK RELEASE COUPLERS & ACCESSORY VALVES

Part No. Female Body Size D mm Ls mm Hs mm T Dash Size
Max W.P

Female (Bar)

3FFH | Zinc-Nickel (ZnNi) – MATE 1000 | Flat Valve | Connection Under Pressure | Steel

View online  ›

STANDARD MATERIAL

https://motushydraulics.com/product/295-series-iso-16028-flat-face-coupling-female/

