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65 SERIES ISO 5676 BRAKE COUPLING – MALE

ISO 5676 Steel

Standard: ISO 5676

Material: Steel

Surface Treatment: Zinc Nickel (ZnNi) – MATE 1000

Valve Type: Flat

Seals: NBR (custom options available)

Working Temperature: -25 °C to +125 °C

Connection: Sleeve retraction

Disconnection: Sleeve retraction

Connection Under Pressure: Not allowed

Interchange: Faster VF series Voswinkel BP series
Stucchi IFR series DNP PFT series
Gromelle 609 - A series Holmbury TB
series

TBM-06-1815-MC 3/8” 51 23 30 6 27 32 M18x1.5 -6 150

TBM-06-2215-MC 3/8” 51 23 30 7 30 32 M22x1.5 -6 150

TBM-06-08-MC 3/8” 62 34 30 8 30 32 1/2 BSPF -6 150

TBM-06-06-MC 3/8” 62 34 30 8 30 32 3/8 BSPF -6 150

QUICK RELEASE COUPLERS & ACCESSORY VALVES

Part No. Male Body Size Lp mm B mm G mm C mm H1 mm H2 mm T Dash Size
Max W.P

Male
(Bar)

IFR | Zinc Nickel (ZnNi) – MATE 1000 | Flat Valve | Steel
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