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87 SERIES ISO 14541 SCREW COUPLING – FEMALE

ISO 14541 Steel

Standard: ISO 14541

Material: Steel

Surface Treatment: Zinc-Nickel (ZnNi) – MATE 1000

Valve Type: Poppet

Seals: NBR, FKM (custom options available)

Working Temperature: -25 °C to +125 °C

Connection: Screw to connect

Disconnection: Unscrew to disconnect

Connection Under Pressure: Allowed residual

Interchange: Stucchi VD series Dixon CVV series Faster
CVV Gromelle 626 - A series DNP PVV3
series

QSF87-04-MC 1/4” 69.5 13 19 1/4 BSPF -4 370

QSF87-06-MC 3/8” 69.5 17.5 24 3/8 BSPF -6 300

QSF87-08-MC 1/2” 71.5 22.1 30 1/2 BSPF -8 300

QSF87-12-MC 3/4” 85 28.1 36 3/4 BSPF -12 270

QSF87-16-MC 1” 100 35 41 1 BSPF -16 270

QUICK RELEASE COUPLERS & ACCESSORY VALVES

Part No. Female Body Size Lp mm B mm Hs mm T Dash Size
Max W.P Female

(Bar)

CVV | Zinc-Nickel (ZnNi) – MATE 1000 | Poppet Valve | Screw to connect | Steel
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