BLANKING FLANGE CODE 61

SAE blind plate

STANDARD SAE J 518 C, ISO 6162 SURFACE Zinc Nickel MATERIAL S355J2G3 (C22)

Pressure series: 3000 psi
Standard: SAE J 518 C, ISO 6162
Construction: Straight
Design: SAE blind plate
Included in scope of supply: Blind plate only
Material: S$355J2G3 (C22)
Surface: Zinc Nickel
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Identification

F61S-08-MC 350 1/2" 30.2 24.0 16 38.1 54 17.5 46 6.8 8.7 M 8 x 25 5/16"x1.1/4"
F61S-12-MC 350 3/4" 38.1 31.8 17 47.6 65 22.3 52 [X:) 10.7 M10 x 30 3/8"x1.1/4"
F61S-16-MC 315 1" 445 38.0 17 52.4 70 26.2 59 8.0 10.7 M10 x 30 3/8"x1.1/4"
F61S-20-MC 250 1.1/4" 50.8 43.0 17 58.7 79 30.2 73 8.0 *1 *2 7/16"x1.1/2"
F61S-24-MC 200 1.1/2" 60.3 50.0 19 69.9 94 35.7 83 8.0 13.5 M12 x 35 1/2"x1.1/2"
F61S-32-MC 200 2" 71.4 62.0 19 77.8 102 42.9 97 9.6 13.5 M12 x 35 1/2"x1.1/2"

PN = Nominal pressure PB = Max. operating pressure *1) = Choice of 10.75 or 12.0 or 12.75
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