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BSP REDUCING BUSH SHORT (RI) ED

MotusCoat™ Steel

Connection 1: BSP external thread, cylindrical

Sealing form 1: Shape E

Connection 2: BSP cylindrical internal threads

Design: Reducing adapters

Construction: Short

Material: Steel

Surface: MotusCoat™

EDB-BPF-0602-MC PN 400 G 3/8”–19 G 1/8”–28 21.9 12 9 22.5 22

EDB-BPF-0802-MC PN 400 G 1/2”–14 G 1/8”–28 26.9 14 9 24.0 27

EDB-BPF-0804-MC PN 400 G 1/2”–14 G 1/4”–19 26.9 14 14 24.0 27

EDB-BPF-1204-MC PN 315 G 3/4”–14 G 1/4”–19 31.9 16 14 26.0 32

EDB-BPF-1206-MC PN 315 G 3/4”–14 G 3/8”–19 31.9 16 14 26.0 32

EDB-BPF-1604-MC PN 315 G 1”–11 G 1/4”–19 39.9 18 14 29.0 41

EDB-BPF-1606-MC PN 315 G 1”–11 G 3/8”–19 39.9 18 14 29.0 41

EDB-BPF-1608-MC PN 315 G 1”–11 G 1/2”–14 39.9 18 16 29.0 41

EDB-BPF-2008-MC PN 315 G 1.1/4”–11 G 1/2”–14 49.9 20 16 32.0 50

EDB-BPF-2012-MC PN 315 G 1.1/4”–11 G 3/4”–14 49.9 20 18 32.0 50

EDB-BPF-2408-MC PN 250 G 1.1/2”–11 G 1/2”–14 54.9 22 16 36.0 55

EDB-BPF-2412-MC PN 250 G 1.1/2”–11 G 3/4”–14 54.9 22 18 36.0 55

EDB-BPF-2416-MC PN 250 G 1.1/2”–11 G 1”–11 54.9 22 20 36.0 55

PN = Nominal pressure PB = Max. operating pressure Product Version: Stainless Steel (SS)
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