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EASYLOCK - METRIC STANDPIPE

ISO 8434-1 MotusCoat™ Steel

Connection 1: Pipe sockets

Sealing form 1: Cutting ring connection

Short code: BEL / BES

Standard: ISO 8434-1

Material: Steel

Surface: MotusCoat™

Note: Undamaged nipples may be reused. Final cutting ring assembly must be done in the hardened pre-assembly socket (VOM…). Not for new
designs; use ND…AOL for ND…FL.

ELT-MSP-0406-MC 6 4 1/4” L 6.0 44.0

ELT-MSP-0408-MC 6 4 1/4” L 8.0 44.0

ELT-MSP-0610-MC 10 6 3/8” L 10.0 49.0

ELT-MSP-0612-MC 10 6 3/8” L 12.0 49.0

ELT-MSP-0812-MC 12 8 1/2” L 12.0 54.0

ELT-MSP-0815-MC 12 8 1/2” L 15.0 55.0

ELT-MSP-1018-MC 16 10 5/8” L 18.0 67.0

ELT-MSP-1222-MC 19 12 3/4” L 22.0 69.0

ELT-MSP-0410-MC 6 4 1/4” S 10.0 -

FERRULES & SWAGE NIPPLES

Identification DN Size Inches Series D2 mm L1 mm

Plug-in nipple, BEL / BES

View online  ›

STANDARD SURFACE MATERIAL

https://motushydraulics.com/product/easylock-metric-standpipe/

