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JIC BULKHEAD 45

MotusCoat™ Steel

Connection 1: UN / UNF external threads

Sealing form 1: 74° outer cone

Connection 2: UN / UNF external threads

Sealing form 2: 74° outer cone

Design: Bulkhead fitting socket

Construction: Angle 45°

Material: Steel

Surface: MotusCoat™

JBM-JIM-45C-0404-MC 7/16”-20 UNF 11 17

JBM-JIM-45C-0505-MC 1/2”-20 UNF 14 19

JBM-JIM-45C-0606-MC 9/16”-18 UNF 14 21

JBM-JIM-45C-0808-MC 3/4”-16 UNF 19 25

JBM-JIM-45C-1010-MC 7/8”-14 UNF 22 29

JBM-JIM-45C-1212-MC 1.1/16”-12 UN 27 35

JBM-JIM-45C-1616-MC 1.5/16”-12 UN 33 41

JBM-JIM-45C-2020-MC 1.5/8”-12 UN 41 48

JBM-JIM-45C-2424-MC 1.7/8”-12 UN 48 55

SW, S1, S2 = Width across flats

Product Version: Stainless Steel (SS)

HYDRAULIC ADAPTORS

Identification G1 + G2 SW mm S1

Bulkhead fitting socket, angle 45°

View online  ›

SURFACE MATERIAL
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