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JIC MALE / METRIC MALE POSITIONAL 90

MotusCoat™ Steel

Connection 1: Metric cylindrical outer thread

Sealing form 1: Thread socket with O-ring + spacer diaphragm ring

Connection 2: UN / UNF external threads

Sealing form 2: 74° outer cone

Design: Adjustable direction screw-in socket

Construction: Angle 90°

Material: Steel

Surface: MotusCoat™

MMP-JIM-90C-1004-MC M 10 x 1 7/16”-20 UNF 11 13 8.0 x 1.5

MMP-JIM-90C-1005-MC M 10 x 1 1/2”-20 UNF 13 13 8.0 x 1.5

MMP-JIM-90C-1204-MC M 12 x 1.5 7/16”-20 UNF 13 17 9.4 x 2.1

MMP-JIM-90C-1205-MC M 12 x 1.5 1/2”-20 UNF 13 17 9.4 x 2.1

MMP-JIM-90C-1405-MC M 14 x 1.5 1/2”-20 UNF 14 17 11.4 x 2.1

MMP-JIM-90C-1406-MC M 14 x 1.5 9/16”-18 UNF 14 17 11.4 x 2.1

MMP-JIM-90C-1606-MC M 16 x 1.5 9/16”-18 UNF 19 19 13.4 x 2.1

MMP-JIM-90C-1608-MC M 16 x 1.5 3/4”-16 UNF 19 19 13.4 x 2.1

MMP-JIM-90C-1806-MC M 18 x 1.5 9/16”-18 UNF 22 22 15.4 x 2.1

MMP-JIM-90C-1808-MC M 18 x 1.5 3/4”-16 UNF 19 22 15.4 x 2.1

MMP-JIM-90C-1810-MC M 18 x 1.5 7/8”-14 UNF 22 22 15.4 x 2.1

MMP-JIM-90C-2010-MC M 20 x 1.5 7/8”-14 UNF 22 24 17.3 x 2.4

MMP-JIM-90C-2210-MC M 22 x 1.5 7/8”-14 UNF 22 27 19.4 x 2.1

MMP-JIM-90C-2212-MC M 22 x 1.5 1.1/16”–12 UN 27 27 19.4 x 2.1

MMP-JIM-90C-2614-MC M 26 x 1.5 1.3/16”–12 UN 33 32 23.5 x 2.6

MMP-JIM-90C-2712-MC M 27 x 2 1.1/16”–12 UN 27 32 23.7 x 2.8

MMP-JIM-90C-2716-MC M 27 x 2 1.5/16”–12 UN 33 32 23.7 x 2.8

MMP-JIM-90C-3316-MC M 33 x 2 1.5/16”–12 UN 33 38 29.7 x 2.8

MMP-JIM-90C-4220-MC M 42 x 2 1.5/8”–12 UN 41 50 38.7 x 2.8

MMP-JIM-90C-4824-MC M 48 x 2 1.7/8”–12 UN 48 55 46.7 x 2.8

SW, S1, S2 = Width across flats

HYDRAULIC ADAPTORS

Identification G1 G2 SW mm S1 OR

Screw-in socket, angle 90°
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SURFACE MATERIAL

https://motushydraulics.com/product/jic-male-metric-male-positional-90/

