LINE MOUNT BODIES

Ordering Code: | HEp|

Mounting Holes:
®8.7mm. diameter
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11A3 Cavity i
Locating Shoulder
Depth 17.5 mm.

TECHNICAL DATA

Aluminum Body Pressure Rating: 210 bar

Ductile Iron
Body Pressure Rating: 350 bar
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* Refer to Motus Cartridge Valves Catalog.

Aluminum | 0.68 kg(WITHOUT VALVES)

Ductile Iron | 1.96 kg(WITHOUT VALVES)

*If you need the special specification.
Please contact us.

PORT SIZE
. PORTS PORTS
VARV C1.Cc2

G0o3 | G 3/8" G 3/8"

Go4 | G1/20 G 1/2"

S08 SAE 8 SAE 8
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BODY MATERIAL

Z CARTRIDGE VALVES SELECTION

A | HIGH-STRENGTH ALUMINUM

WITHOUT VALVE

DUCTILE IRON

(72)

CB3H | CB1TA33HL (3:1,70-280bar)

CO03| CO11A3003N (40LPM,0.3bar)

Please refer to the list price of cartridge program.

NZ 0800 668 874 | AU 1800 839 249 | US & CAN 437 245 6179 | sales@motushydraulics.com | motushydraulics.com MOTUS _
o



https://motushydraulics.com/product/line-mount-bodies-8-7mm-diameter-2/

