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METRIC FEMALE / METRIC FEMALE (GZ)

DIN 2353, ISO 8434-1 MotusCoat™ Steel

Connection 1: Metric nut thread

Sealing form 1: 24° outer cone with O-ring

Connection 2: Metric nut thread

Sealing form 2: 24° outer cone with O-ring

Design: Fitting, double nuts

Construction: Straight

Standard: DIN 2353, ISO 8434-1

Material: Steel

Surface: MotusCoat™

MLF-MLF-1212-MC PN 315 6 6 M 12 x 1.5 M 12 x 1.5 32.0 14 14 4.0 x 1.5 4.0 x 1.5

MLF-MLF-1214-MC PN 315 6 8 M 12 x 1.5 M 14 x 1.5 32.0 14 17 4.0 x 1.5 6.0 x 1.5

MLF-MLF-1216-MC PN 315 6 10 M 12 x 1.5 M 16 x 1.5 33.0 14 19 4.0 x 1.5 7.5 x 1.5

MLF-MLF-1218-MC PN 315 6 12 M 12 x 1.5 M 18 x 1.5 33.0 14 22 4.0 x 1.5 9.0 x 1.5

MLF-MLF-1414-MC PN 315 8 8 M 14 x 1.5 M 14 x 1.5 32.0 17 17 6.0 x 1.5 6.0 x 1.5

MLF-MLF-1416-MC PN 315 8 10 M 14 x 1.5 M 16 x 1.5 33.0 17 19 6.0 x 1.5 7.5 x 1.5

MLF-MLF-1418-MC PN 315 8 12 M 14 x 1.5 M 18 x 1.5 33.0 17 22 6.0 x 1.5 9.0 x 1.5

MLF-MLF-1422-MC PN 315 8 15 M 14 x 1.5 M 22 x 1.5 34.5 17 27 6.0 x 1.5 12.0 x 2.0

MLF-MLF-1426-MC PN 315 8 18 M 14 x 1.5 M 26 x 1.5 36.0 17 32 6.0 x 1.5 15.0 x 2.0

MLF-MLF-1616-MC PN 315 10 10 M 16 x 1.5 M 16 x 1.5 34.0 19 19 7.5 x 1.5 7.5 x 1.5

MLF-MLF-1618-MC PN 315 10 12 M 16 x 1.5 M 18 x 1.5 33.0 19 22 7.5 x 1.5 9.0 x 1.5

MLF-MLF-1622-MC PN 315 10 15 M 16 x 1.5 M 22 x 1.5 38.0 19 27 7.5 x 1.5 12.0 x 2.0

MLF-MLF-1626-MC PN 315 10 18 M 16 x 1.5 M 26 x 1.5 36.0 19 32 7.5 x 1.5 15.0 x 2.0

MLF-MLF-1818-MC PN 315 12 12 M 18 x 1.5 M 18 x 1.5 34.5 22 22 9.0 x 1.5 9.0 x 1.5

MLF-MLF-1822-MC PN 315 12 15 M 18 x 1.5 M 22 x 1.5 38.0 22 27 9.0 x 1.5 12.0 x 2.0

MLF-MLF-1826-MC PN 315 12 18 M 18 x 1.5 M 26 x 1.5 36.0 22 32 9.0 x 1.5 15.0 x 2.0

MLF-MLF-1830-MC PN 160 12 22 M 18 x 1.5 M 30 x 2 40.0 22 36 9.0 x 1.5 20.0 x 2.0

MLF-MLF-2222-MC PN 315 15 15 M 22 x 1.5 M 22 x 1.5 37.0 27 27 12.0 x 2.0 12.0 x 2.0

MLF-MLF-2226-MC PN 315 15 18 M 22 x 1.5 M 26 x 1.5 36.0 27 32 12.0 x 2.0 15.0 x 2.0

MLF-MLF-2230-MC PN 160 15 22 M 22 x 1.5 M 30 x 2 42.0 27 36 12.0 x 2.0 20.0 x 2.0

MLF-MLF-2236-MC PN 160 15 28 M 22 x 1.5 M 36 x 2 46.0 27 41 12.0 x 2.0 26.0 x 2.0

MLF-MLF-2626-MC PN 315 18 18 M 26 x 1.5 M 26 x 1.5 38.5 32 32 15.0 x 2.0 15.0 x 2.0

MLF-MLF-2630-MC PN 160 18 22 M 26 x 1.5 M 30 x 2 42.0 32 36 15.0 x 2.0 20.0 x 2.0

MLF-MLF-2636-MC PN 160 18 28 M 26 x 1.5 M 36 x 2 46.0 32 41 15.0 x 2.0 26.0 x 2.0

MLF-MLF-2645-MC PN 160 18 35 M 26 x 1.5 M 45 x 2 45.0 32 50 15.0 x 2.0 32.0 x 2.5

COMPRESSION FITTINGS

Identification
Working
pressure

Ø d1
mm

Ø d2
mm

G1 G2 L mm
S1

mm
S2

mm
OR1 OR2

Fitting, double nut

View online  ›

STANDARD SURFACE MATERIAL

https://motushydraulics.com/product/metric-female-metric-female-gz/
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METRIC FEMALE / METRIC FEMALE (GZ) (CONTINUED)

MLF-MLF-3030-MC PN 160 22 22 M 30 x 2 M 30 x 2 42.5 36 36 20.0 x 2.0 20.0 x 2.0

MLF-MLF-3036-MC PN 160 22 28 M 30 x 2 M 36 x 2 46.0 36 41 20.0 x 2.0 26.0 x 2.0

MLF-MLF-3045-MC PN 160 22 35 M 30 x 2 M 45 x 2 48.0 36 50 20.0 x 2.0 32.0 x 2.5

MLF-MLF-3052-MC PN 160 22 42 M 30 x 2 M 52 x 2 47.5 36 60 20.0 x 2.0 38.0 x 2.5

MLF-MLF-3636-MC PN 160 28 28 M 36 x 2 M 36 x 2 44.5 41 41 26.0 x 2.0 26.0 x 2.0

MLF-MLF-3642-MC PN 160 28 35 M 36 x 2 M 45 x 2 48.0 41 50 26.0 x 2.0 32.0 x 2.5

MLF-MLF-3652-MC PN 160 28 42 M 36 x 2 M 52 x 2 52.0 41 60 26.0 x 2.0 38.0 x 2.5

MLF-MLF-4242-MC PN 160 35 35 M 45 x 2 M 45 x 2 51.0 50 50 32.0 x 2.5 32.0 x 2.5

MLF-MLF-4252-MC PN 160 35 42 M 45 x 2 M 52 x 2 51.5 50 60 32.0 x 2.5 38.0 x 2.5

MLF-MLF-5252-MC PN 160 42 42 M 52 x 2 M 52 x 2 52.0 60 60 38.0 x 2.5 38.0 x 2.5

MLF-MHF-1214-MC PN 315 6 6 M 12 x 1.5 M 14 x 1.5 33.5 14 17 4.0 x 1.5 4.0 x 1.5

MLF-MHF-1216-MC PN 315 6 8 M 12 x 1.5 M 16 x 1.5 33.0 14 19 4.0 x 1.5 6.0 x 1.5

MLF-MHF-1218-MC PN 315 6 10 M 12 x 1.5 M 18 x 1.5 35.5 14 22 4.0 x 1.5 7.5 x 1.5

MLF-MHF-1220-MC PN 315 6 12 M 12 x 1.5 M 20 x 1.5 38.0 14 24 4.0 x 1.5 9.0 x 1.5

MLF-MHF-1414-MC PN 315 8 6 M 14 x 1.5 M 14 x 1.5 32.0 17 17 6.0 x 1.5 4.0 x 1.5

MLF-MHF-1416-MC PN 315 8 8 M 14 x 1.5 M 16 x 1.5 33.0 17 19 6.0 x 1.5 6.0 x 1.5

MLF-MHF-1418-MC PN 315 8 10 M 14 x 1.5 M 18 x 1.5 33.0 17 22 6.0 x 1.5 7.5 x 1.5

MLF-MHF-1420-MC PN 315 8 12 M 14 x 1.5 M 20 x 1.5 36.0 17 24 6.0 x 1.5 9.0 x 1.5

MLF-MHF-1424-MC PN 315 8 16 M 14 x 1.5 M 24 x 1.5 39.0 17 30 6.0 x 1.5 12.0 x 2.0

MLF-MHF-1614-MC PN 315 10 6 M 16 x 1.5 M 14 x 1.5 33.0 19 17 7.5 x 1.5 4.0 x 1.5

MLF-MHF-1616-MC PN 315 10 8 M 16 x 1.5 M 16 x 1.5 33.0 19 19 7.5 x 1.5 6.0 x 1.5

MLF-MHF-1618-MC PN 315 10 10 M 16 x 1.5 M 18 x 1.5 33.0 19 22 7.5 x 1.5 7.5 x 1.5

MLF-MHF-1620-MC PN 315 10 12 M 16 x 1.5 M 20 x 1.5 36.0 19 24 7.5 x 1.5 9.0 x 1.5

MLF-MHF-1622-MC PN 315 10 14 M 16 x 1.5 M 22 x 1.5 39.0 19 27 7.5 x 1.5 10.0 x 2.0

MLF-MHF-1624-MC PN 315 10 16 M 16 x 1.5 M 24 x 1.5 39.0 19 30 7.5 x 1.5 12.0 x 2.0

MLF-MHF-1818-MC PN 315 12 10 M 18 x 1.5 M 18 x 1.5 33.0 22 22 9.0 x 1.5 7.5 x 1.5

MLF-MHF-1820-MC PN 315 12 12 M 18 x 1.5 M 20 x 1.5 36.0 22 24 9.0 x 1.5 9.0 x 1.5

MLF-MHF-1822-MC PN 315 12 14 M 18 x 1.5 M 22 x 1.5 39.0 22 27 9.0 x 1.5 10.0 x 2.0

MLF-MHF-1824-MC PN 315 12 16 M 18 x 1.5 M 24 x 1.5 39.0 22 30 9.0 x 1.5 12.0 x 2.0

MLF-MHF-1830-MC PN 315 12 20 M 18 x 1.5 M 30 x 2 36.0 22 36 9.0 x 1.5 16.3 x 2.4

MLF-MHF-2218-MC PN 315 15 10 M 22 x 1.5 M 18 x 1.5 38.0 27 22 12.0 x 2.0 7.5 x 1.5

MLF-MHF-2220-MC PN 315 15 12 M 22 x 1.5 M 20 x 1.5 38.0 27 24 12.0 x 2.0 9.0 x 1.5

MLF-MHF-2222-MC PN 315 15 14 M 22 x 1.5 M 22 x 1.5 38.0 27 27 12.0 x 2.0 10.0 x 2.0

MLF-MHF-2224-MC PN 315 15 16 M 22 x 1.5 M 24 x 1.5 39.0 27 30 12.0 x 2.0 12.0 x 2.0

MLF-MHF-2230-MC PN 315 15 20 M 22 x 1.5 M 30 x 2 44.0 27 36 12.0 x 2.0 16.3 x 2.4

MLF-MHF-2236-MC PN 315 15 25 M 22 x 1.5 M 36 x 2 47.5 27 46 12.0 x 2.0 20.3 x 2.4

MLF-MHF-2620-MC PN 315 18 12 M 26 x 1.5 M 20 x 1.5 38.0 32 24 15.0 x 2.0 9.0 x 1.5

MLF-MHF-2622-MC PN 315 18 14 M 26 x 1.5 M 22 x 1.5 41.0 32 27 15.0 x 2.0 10.0 x 2.0

MLF-MHF-2624-MC PN 315 18 16 M 26 x 1.5 M 24 x 1.5 39.0 32 30 15.0 x 2.0 12.0 x 2.0

MLF-MHF-2630-MC PN 315 18 20 M 26 x 1.5 M 30 x 2 44.0 32 36 15.0 x 2.0 16.3 x 2.4

MLF-MHF-2636-MC PN 315 18 25 M 26 x 1.5 M 36 x 2 48.0 32 46 15.0 x 2.0 20.3 x 2.4

MLF-MHF-2642-MC PN 315 18 30 M 26 x 1.5 M 42 x 2 50.0 32 50 15.0 x 2.0 25.3 x 2.4

MLF-MHF-3024-MC PN 160 22 16 M 30 x 2 M 24 x 1.5 42.0 36 30 20.0 x 2.0 12.0 x 2.0

MLF-MHF-3030-MC PN 160 22 20 M 30 x 2 M 30 x 2 44.0 36 36 20.0 x 2.0 16.3 x 2.4

MLF-MHF-3036-MC PN 160 22 25 M 30 x 2 M 36 x 2 46.0 36 46 20.0 x 2.0 20.3 x 2.4

MLF-MHF-3042-MC PN 160 22 30 M 30 x 2 M 42 x 2 52.0 36 50 20.0 x 2.0 25.3 x 2.4

COMPRESSION FITTINGS

Identification
Working
pressure

Ø d1
mm

Ø d2
mm

G1 G2 L mm
S1

mm
S2

mm
OR1 OR2

Identification
Working
pressure

Ø d1
mm

Ø d2
mm

G1 G2 L mm
S1

mm
S2

mm
OR1 OR2

Fitting, double nut
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METRIC FEMALE / METRIC FEMALE (GZ) (CONTINUED)

MLF-MHF-3052-MC PN 160 22 38 M 30 x 2 M 52 x 2 52.0 36 60 20.0 x 2.0 33.3 x 2.4

MLF-MHF-3624-MC PN 160 28 16 M 36 x 2 M 24 x 1.5 46.0 41 30 26.0 x 2.0 12.0 x 2.0

MLF-MHF-3630-MC PN 160 28 20 M 36 x 2 M 30 x 2 46.0 41 36 26.0 x 2.0 16.3 x 2.4

MLF-MHF-3636-MC PN 160 28 25 M 36 x 2 M 36 x 2 46.0 41 46 26.0 x 2.0 20.3 x 2.4

MLF-MHF-3642-MC PN 160 28 30 M 36 x 2 M 42 x 2 52.0 41 50 26.0 x 2.0 25.3 x 2.4

MLF-MHF-3652-MC PN 160 28 38 M 36 x 2 M 52 x 2 51.0 41 60 26.0 x 2.0 33.3 x 2.4

MLF-MHF-4530-MC PN 160 35 20 M 45 x 2 M 30 x 2 48.0 50 36 32.0 x 2.5 16.3 x 2.4

MLF-MHF-4536-MC PN 160 35 25 M 45 x 2 M 36 x 2 48.0 50 46 32.0 x 2.5 20.3 x 2.4

MLF-MHF-4542-MC PN 160 35 30 M 45 x 2 M 42 x 2 52.0 50 50 32.0 x 2.5 25.3 x 2.4

MLF-MHF-4552-MC PN 160 35 38 M 45 x 2 M 52 x 2 52.0 50 60 32.0 x 2.5 33.3 x 2.4

MLF-MHF-5242-MC PN 160 42 30 M 52 x 2 M 42 x 2 52.0 60 50 38.0 x 2.5 25.3 x 2.4

MLF-MHF-5252-MC PN 160 42 38 M 52 x 2 M 52 x 2 52.0 60 60 38.0 x 2.5 33.3 x 2.4

MHF-MHF-1414-MC PN 630 6 6 M 14 x 1.5 M 14 x 1.5 35.0 17 17 4.0 x 1.5 4.0 x 1.5

MHF-MHF-1416-MC PN 630 6 8 M 14 x 1.5 M 16 x 1.5 33.0 17 19 4.0 x 1.5 6.0 x 1.5

MHF-MHF-1418-MC PN 630 6 10 M 14 x 1.5 M 18 x 1.5 32.0 17 22 4.0 x 1.5 7.5 x 1.5

MHF-MHF-1420-MC PN 630 6 12 M 14 x 1.5 M 20 x 1.5 37.5 17 24 4.0 x 1.5 9.0 x 1.5

MHF-MHF-1616-MC PN 630 8 8 M 16 x 1.5 M 16 x 1.5 35.0 19 19 6.0 x 1.5 6.0 x 1.5

MHF-MHF-1618-MC PN 630 8 10 M 16 x 1.5 M 18 x 1.5 33.0 19 22 6.0 x 1.5 7.5 x 1.5

MHF-MHF-1620-MC PN 630 8 12 M 16 x 1.5 M 20 x 1.5 36.0 19 24 6.0 x 1.5 9.0 x 1.5

MHF-MHF-1818-MC PN 630 10 10 M 18 x 1.5 M 18 x 1.5 39.0 22 22 7.5 x 1.5 7.5 x 1.5

MHF-MHF-1820-MC PN 630 10 12 M 18 x 1.5 M 20 x 1.5 36.0 22 24 7.5 x 1.5 9.0 x 1.5

MHF-MHF-1822-MC PN 630 10 14 M 18 x 1.5 M 22 x 1.5 39.0 22 27 7.5 x 1.5 10.0 x 2.0

MHF-MHF-1824-MC PN 400 10 16 M 18 x 1.5 M 24 x 1.5 39.0 22 30 7.5 x 1.5 12.0 x 2.0

MHF-MHF-2020-MC PN 630 12 12 M 20 x 1.5 M 20 x 1.5 40.0 24 24 9.0 x 1.5 9.0 x 1.5

MHF-MHF-2022-MC PN 630 12 14 M 20 x 1.5 M 22 x 1.5 39.0 24 27 9.0 x 1.5 10.0 x 2.0

MHF-MHF-2024-MC PN 400 12 16 M 20 x 1.5 M 24 x 1.5 39.0 24 30 9.0 x 1.5 12.0 x 2.0

MHF-MHF-2030-MC PN 400 12 20 M 20 x 1.5 M 30 x 2 39.0 24 36 9.0 x 1.5 16.3 x 2.4

MHF-MHF-2222-MC PN 630 14 14 M 22 x 1.5 M 22 x 1.5 43.0 27 27 10.0 x 2.0 10.0 x 2.0

MHF-MHF-2224-MC PN 400 14 16 M 22 x 1.5 M 24 x 1.5 39.0 27 30 10.0 x 2.0 12.0 x 2.0

MHF-MHF-2230-MC PN 400 14 20 M 22 x 1.5 M 30 x 2 44.0 27 36 10.0 x 2.0 16.3 x 2.4

MHF-MHF-2424-MC PN 400 16 16 M 24 x 1.5 M 24 x 1.5 44.0 30 30 12.0 x 2.0 12.0 x 2.0

MHF-MHF-2430-MC PN 400 16 20 M 24 x 1.5 M 30 x 2 44.0 30 36 12.0 x 2.0 16.3 x 2.4

MHF-MHF-2436-MC PN 400 16 25 M 24 x 1.5 M 36 x 2 46.0 30 46 12.0 x 2.0 20.3 x 2.4

MHF-MHF-2442-MC PN 400 16 30 M 24 x 1.5 M 42 x 2 52.0 30 50 12.0 x 2.0 25.3 x 2.4

MHF-MHF-3030-MC PN 400 20 20 M 30 x 2 M 30 x 2 53.5 36 36 16.3 x 2.4 16.3 x 2.4

MHF-MHF-3036-MC PN 400 20 25 M 30 x 2 M 36 x 2 46.0 36 46 16.3 x 2.4 20.3 x 2.4

MHF-MHF-3042-MC PN 400 20 30 M 30 x 2 M 42 x 2 52.0 36 50 16.3 x 2.4 25.3 x 2.4

MHF-MHF-3052-MC PN 315 20 38 M 30 x 2 M 52 x 2 52.0 36 60 16.3 x 2.4 33.3 x 2.4

MHF-MHF-3636-MC PN 400 25 25 M 36 x 2 M 36 x 2 57.5 46 46 20.3 x 2.4 20.3 x 2.4

MHF-MHF-3642-MC PN 400 25 30 M 36 x 2 M 42 x 2 52.0 46 50 20.3 x 2.4 25.3 x 2.4

COMPRESSION FITTINGS

Identification
Working
pressure

Ø d1
mm

Ø d2
mm

G1 G2 L mm
S1

mm
S2

mm
OR1 OR2

Identification
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Identification
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Fitting, double nut
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METRIC FEMALE / METRIC FEMALE (GZ) (CONTINUED)

MHF-MHF-3652-MC PN 315 25 38 M 36 x 2 M 52 x 2 52.0 46 60 20.3 x 2.4 33.3 x 2.4

MHF-MHF-4242-MC PN 400 30 30 M 42 x 2 M 42 x 2 60.5 50 50 25.3 x 2.4 25.3 x 2.4

MHF-MHF-4252-MC PN 315 30 38 M 42 x 2 M 52 x 2 52.0 50 60 25.3 x 2.4 33.3 x 2.4

MHF-MHF-5252-MC PN 315 38 38 M 52 x 2 M 52 x 2 65.5 60 60 33.3 x 2.4 33.3 x 2.4

Series: LL = Very Light L = Light S = Heavy PN = Nominal pressure PB = Max. operating pressure Ø d2 = External pipe diameter

Series: LL = Very Light L = Light S = Heavy PN = Nominal pressure PB = Max. operating pressure Ø d2 = External pipe diameter Product Version:
Stainless Steel (SS)

COMPRESSION FITTINGS

Identification
Working
pressure

Ø d1
mm

Ø d2
mm

G1 G2 L mm
S1

mm
S2

mm
OR1 OR2

Fitting, double nut


