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METRIC PLUG INSERT (BUZ)

DIN 2353, ISO 8434-1 MotusCoat™ Steel

Sealing form 1: 24° outer cone with O-ring

Design: Lock without union nut

Construction: Straight

Standard: DIN 2353, ISO 8434-1

Material: Steel

Surface: MotusCoat™

MLF-12-MC L PN 315 6.6 6 18.5 4.0 x 1.5

MLF-14-MC L PN 315 8.5 8 18.0 6.0 x 1.5

MLF-16-MC L PN 315 10.6 10 19.5 7.5 x 1.5

MLF-18-MC L PN 315 12.6 12 19.0 9.0 x 1.5

MLF-22-MC L PN 315 15.5 15 19.0 12.0 x 2.0

MLF-26-MC L PN 315 18.6 18 22.0 15.0 x 2.0

MLF-30-MC L PN 160 22.6 22 22.0 20.0 x 2.0

MLF-36-MC L PN 160 28.5 28 23.5 26.0 x 2.0

MLF-45-MC L PN 160 36.0 35 27.0 32.0 x 2.5

MLF-52-MC L PN 160 43.0 42 27.5 38.0 x 2.5

MHF-22-MC S PN 630 14.5 14 21.0 10.0 x 2.0

MHF-24-MC S PN 400 16.5 16 22.0 12.0 x 2.0

MHF-30-MC S PN 400 20.9 20 26.5 16.3 x 2.4

MHF-36-MC S PN 400 25.9 25 27.5 20.3 x 2.4

MHF-45-MC S PN 400 31.0 30 28.5 25.3 x 2.4

MHF-52-MC S PN 315 39.0 38 32.5 33.3 x 2.4

Series: LL = Very Light L = Light S = Heavy PN = Nominal pressure PB = Max. operating pressure Ø = External pipe diameter Product Version:
Stainless Steel (SS)

COMPRESSION FITTINGS

Identification Series Working pressure bar Ø d1 mm Ø d2 mm L1 mm OR

Lock without union nut

View online  ›

STANDARD SURFACE MATERIAL
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