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REDUCING FLANGE CODE 62

SAE J 518 C, ISO 6162 Black oiled S355J2G3 (ST52.3)

Pressure series: 6000 psi

Standard: SAE J 518 C, ISO 6162

Construction: Straight

Design: SAE reduction

Included in scope of supply: Flange only

Material: S355J2G3 (ST52.3)

Surface: Black oiled

Note: The stated maximum working pressure relates to the flange. The actual working pressure is determined by the pipe (wall thickness) and the
quality of the pipe. Recommended screws are listed in the columns M (metr) and M (unc).

SPRF62-1212 400 3/4”x 3/4” 19 50.8 50.8 70 23.8 23.8 70 28 11 M 10 M 10 x 35

SPRF62-1612 400 1”x 3/4” 19 57.2 50.8 80 27.8 23.8 70 30 13 M 10 M 12 x 40

SPRF62-1616 400 1”x 1" 25 57.2 57.2 80 27.8 27.8 75 36 13 M 12 M 12 x 45

SPRF62-2016 400 1.1/4”x 1” 23 68.7 57.2 100 31.8 27.8 83 25 15 M 12 M 14 x 40

SPRF62-2020 400 1.1/4”x 1.1/4” 31 68.7 68.7 100 31.8 31.8 90 35 15 M 14 M 14 x 50

SPRF62-2420 400 1.1/2”x 1.1/4” 32 79.4 68.7 113 36.5 31.8 95 48 17 M 14 M 16 x 55

SPRF62-2424 400 1.1/2”x 1.1/2” 38 79.4 79.4 113 36.5 36.5 105 50 17 M 16 M 16 x 55

PN = Nominal pressure PB = Max. operating pressure
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