SINGLE PIECE FLANGE CODE 62 / JIC MALE

SAE external thread flange

STANDARD SAE J 518 C, ISO 6162 SURFACE Black oiled MATERIAL S$355J2G3 (ST52.3)

Pressure series: 6000 psi

Standard: SAE J 518 C, ISO 6162
Construction: Straight

Design: SAE external thread flange
Mounting: Screw bore hole

Included in scope of supply: Flange only

Material: S355J2G3 (ST52.3)
Surface: Black oiled
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Note: The stated maximum working pressure relates to the flange. The actual working pressure is determined by the pipe (wall thickness) and the
quality of the pipe. Recommended screws are listed in the columns M (metr) and M (unc).

PB

Identification 10.9
bar

SPF62-JIM-0808 400 1/2” UNF 3/4"-16 9.9 405 56 182 48 60 16 9.0 M8x30 5/16"x1.1/4" 5/16"x1.1/4"
SPF62-JIM-0810 400 1/2” UNF7/8"-14 123 405 56 182 48 60 16 9.0 M8x30 5/16"x11/4" 5/16"x1.1/4"
SPF62-JIM-1212 400 3/4" UNF1.1/16"-12 155 50.8 71 238 60 73 19 M5 M10x35 3/8"x1.1/2"  3/8"x1.1/2"
SPF62-JIM-1616 400 1" UN15/16"-12 215 572 81 278 70 82 24 13.0 M12x45 7/16"x1.3/4" 3/8"x1.1/2"
SPF62-JIM-2020 400 11/4" UN15/8"-12 275 667 95 318 78 92 27 *1 M14x50 1/2"x1.3/4" 7/16"x1.3/4"
SPF62-JIM-2016 400 1.1/4" UN15/16"-12 215 66.7 95 318 78 92 27 1 M14x50 1/2"x1.3/4" 7/16"x1.3/4"
SPF62-JIM-2424 400 1.1/2" UN17/8"-12 33.0 794 113 365 95 96 30 175 M16x50 5/8"x 2" 1/2"x1.3/4"

Series: LL = Very Light L = Light S = Heavy @ = External pipe diameter PN = Nominal pressure PB = Max. operating pressure *1) = 15.0 for metric
screws; 13.5 for UNC screws

Product Versions: AFG JIC U (3000 / 6000 PSI) - SAE external thread flange, with UNC screw set and O-ring AFG JIC M (3000 / 6000 PSI) - SAE
external thread flange, with metric screw set and O-ring
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